XC90 (-16),2006,B8444S,YV4CZ852761273481

## Delivery 7/28/2021 4:42:25 PM

| Control Module - Diagnostic Trouble Code | Status |
| :--- | :--- |
| ATM | No fault found |
| AUD | No fault found |
| CCM-0077 Damper motor, temperature right Internal <br> fault | DTC is found not active. |
| CCM-0060 Damper motor, defroster Internal fault | DTC is found not active. |
| CCM-0064 Damper motor distribution Internal fault | DTC is found not active. |
| CCM-DD15 Damper motor, temperature left No <br> communication | DTC is found not active. |
| CCM-DD16 Damper motor distribution No <br> communication | DTC is found not active. |
| CCM-DD31 Damper motor, recirculation. No <br> communication | DTC is found not active. |
| CCM-DD32 Damper motor, temperature right No <br> communication | DTC is found not active. |
| CCM-DD33 Damper motor, defroster No communication | DTC is found not active. |
| CEM-9C03 Antenna/light ring Signal missing | DTC is found active. |
| CEM-9E01 Interior lighting Signal too low | DTC is found not active. |
| CEM-1A52 Communication with DDM control module <br> Signal missing | DTC is found not active. |
| CEM-1A53 Communication with PDM control module <br> Signal missing | DTC is found not active. |
| CEM-1A5E Communication with SAS control module <br> Signal missing | DTC is found not active. |
| CEM-9C01 Glove box light Signal too low | DTC is found not active. |
| CEM | No fault found |
| DDM-0030 Rear view mirror potentiometer Faulty signal | DTC is found not active. |
| DDM-0032 Rear view mirror potentiometer Faulty signal | DTC is found not active. |
| DDM-E010 Control module Internal fault | DTC is found not active. |
| DIM | No fault found |
| ICM-DC02 Control module communication <br> Communication missing | DTC is found not active. |
| MP2 | No fault found |
| PDM-0000 No match | DTC is found not active. |
| PSM-002B Operating button Too long time | DTC is found not active. |
| PSM-E003 Configuration fault Faulty configuration | DTC is found not active. |
| REM | No fault found |
| SAS | No fault found |
| SRS | No fault found |
| TCM-P074400 Torque Converter Clutch Solenoid <br> Circuit Intermittent | No fault found |
| TCM-P089600 Shift Time Too Long | UEM |

