9/26/08

· Symptom: no start -see RO 61666 for detail
· Codes CEM-1A61 Communication with TCM control module signal missing-lblFaultCurrent; Codes CEM-1A62 Communication with ECM control module signal missing-lblFaultCurrent; Codes BCM-0100 Communication between control units Communicational problems with ECM-lblFaultCurrent

· Repair: updated communication line for control unit.

4/23/09

· Symptom: car is shifting hard from 2nd to 3rd -see RO 64928 for detail

· Repair: trans service

9/17/09

· Symptom: limp home mode – see RO 67447

· Codes CEM-1A61 Communication with TCM control module signal missing-lblFaultCurrent; Codes TCM-E000 Control module communication-communication faulty

· Repair: check trans fluid and condition ok

3/19/10

· First symptom: BRAKE light, ABS light on, message Brake Failure – Stop Safely Antiskid Service Required.  No driving impairment. Lights went out after car turned off and did not come back on for a few days

· Second symptom: Same lights and message, car went into “limp home” mode. Drove fine after turning car off and restarting.
· Codes TCM-0083 Control module communication Faulty communication; CEM-E000 Control module communication Faulty communication; CEM-1A61 Communication with TCM control module Signal missing; BCM orange on network

· First repair: “hard battery reset”

3/25/10

· Same symptoms as above

· Codes CEM-E000 Control module communication Faulty communication; CEM-1A61 Communication with TCM control module Signal missing; TCM-E000 Control module communication Faulty communication; BCM-0100 Communication between control units Communicational problems with ECM; BCM-E000 Control module communication Faulty communication

· Second repair: replaced BCM
5/10/10

· First Symptom: ABS, BRAKE and CHECK ENGINE lights on, with message Engine Service Required; all gauges except gas gauge stopped working; no driving impairment

· Second Symptom: car started and immediately turned off; tried again several hours later and car started and drove fine, no lights on

· Codes CEM-1A61 Communication with TCM control module Signal missing; CEM-1A62 Communication with ECM control module Signal missing; CEM-E000 Control module communication Faulty communication; ECM-922C Cruise Control – Communication fault; ECM-940C Brake Control Module – Faulty signal: ECM-A02B Communication, control module for anti-lock brakes (ABS) – Faulty signal; BCM-0100 Communication between control units Communicational problems with ECM; BCM-0250 Stop (brake) lamp switch Signal outside its permitted range; BCM-E000 Control module communication Faulty communication

· Repair: could not duplicate symptoms, codes reset

5/26/10

· Same symptoms as 5/10/10

· Same codes as 5/10/10

· Repair: replaced BCM; suspected faulty part

6/8/10
· First symptom: same as 5/10/10

· Second symptom: same as 3/19/10

· Codes: same as 5/10/10 PLUS ECM-710A CAN communication – Internal fault; ECM-A03B Combined instrument panel communication – Faulty signal

· Codes reset

6/17/10

· Same symptoms (both first and second) as 5/10/10.  Again car started fine a few hours later and all other symptoms happening intermittently (lights and messages, but no problems starting)

6/23/10 – MOOERS VOLVO
· Remove harness & fault traced; clip on BCM wiring connector broken

· Repair: hard battery reset

9/14/10

· ABS, check engine, brake failure lights on; car runs fine; no gauges

· Codes: CEM-6C44 Antenna/light ring-cable data communications (IDS) Signal too low-DTC is found active; CEM-E000 Control module communication Faulty communication-DTC is found active; CEM-1A5F Communication with BCM control module Signal missing; CEM-1A61 Communication with TCM control module Signal missing; ECM-A02B Communication, control module for anti-lock brakes (ABS) – Faulty signal; ECM-A03B Combined instrument panel communication – Faulty signal; BCM-0100 Communication between control units Communicational problems with ECM; BCM-E000 Control module communication Faulty communication

· Repair: replace ABS receptacle housing
2/3/11

· Car stalled; see RO 75588 for detail
· CEM-1A5F Communication with BCM control module Signal missing; CEM-1A61 Communication with TCM control module Signal missing; CEM-E000 Control module communication Faulty communication-DTC is found not active; CEM-6C44 Control module Antenna/light ring-cable data communication (IDS) Signal too low; ECM-A02B Communication, control module for anti-lock brakes (ABS) – Faulty signal; ECM-A03B Combined instrument panel communication – Faulty signal

6/1/12

· Limp home mode

· BCM-0100 Communication between control units Communicational problems with ECM; BCM-E000 Control module communication Faulty communication;CEM 8D02 Ignition lamp and high-mounted stop (brake) lamps signal too high/Signal missing; CEM-1A54 Communication with PSM control module Signal missing; CEM-1A61 Communication with TCM control module Signal missing; ECM A00B Transmission control mocule (TCM) communication – Faulty signal; TCM-E000 Control module communication Faulty communication

· Recommend CEM

7/26/12
· Anti-skid, trans service, brake failure, gauges inop, AC inop

· Replaced CEM
9/26/12

· No start-no DTCs

2/19/14

· Multiple dash warning lights, limp home mode, no gauges

· Unable to scan for DTCs

· Downloaded and installed total CAN update and TCM software

3/24/14

· Limp home mode

· CEM-E000 Control module communication Faulty communication; CEM-1A61 Communication with TCM control module Signal missing; ECM-510F ehicle speed signal (VSS) – Faulty signal;  TCM-E000 Control module communication Faulty communication

6/2017

· Car operated with no problem using one key and inserting only one way for 3 years. Attempted using another key – no start; Attempted third key – ran fine at first. Intermittently no start and/or limp home mode. Same issues with original key.

